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SECTION A – PURPOSE 
The  Michigan  Department  of  Environmental  Quality  (MDEQ)  National  Pollutant  Discharge 
Elimination  System  (NPDES)  Municipal  Separate  Storm  Sewer  (MS4)  Phase  II  Stormwater 
Discharge  Permit  Application  requires  a  procedure  for  Enforcement  Response  to  address 
violations of the ordinances or regulatory mechanisms identified in the Stormwater Management 
Plan. 
 

SECTION B – GENERAL PENALTY 
Section 1.13 of Chapter 1 General Provisions of the City of Melvindale Code of Ordinances defines 
the penalties levied by the City for ordinance violations. The section specifically defines penalties 
for misdemeanors or civil infractions and continuing violations. 

B.1  Section 1.13a – General penalty 

(a)  “Unless  another  penalty  is  expressly  provided  by  this  Code  for  any  particular 
provision or section, every person convicted of a violation of any provision of this Code, 
or  any  rule,  regulation  or  order  adopted  or  issued  in  pursuance  thereof,  shall  be 
punished  by  a  fine  of  not  more  than  $500.00  and  costs  of  prosecution,  or  by 
imprisonment for not more than 90 days, or by both such fine and imprisonment in the 
discretion  of  the  court.  Each  act  of  violation  and  every  day  upon which  any  such 
violation shall occur shall constitute a separate offense.” 

 

SECTION C – ENFORCEMENT TRACKING 
The City will track all violations and issued permits. The following information will be collected 
and used for tracking records for each violation that is imposed by the City. 
 

1. Name 
2. Date 
3. Location of the Violation (address, cross streets, etc.) 
4. Business, Agency, Organization as applicable 
5. Description of the Violation 
6. Applicable Correspondence 
7. Follow‐up Actions 
8. Key Dates 
9. Descriptions of the City’s Enforcement Response 
10. Schedules for Achieving Compliance 
11. Date the Violation was Resolved 

 

SECTION D – PROCESS FOR REVISION 
Any questions on this policy and procedure should be directed to the Stormwater Manager or 
the City Manager. This procedure shall be reviewed once per permit cycle by the Stormwater 
Manager for any updates to streamline the requirements. 
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SECTION A – PURPOSE   
The  Michigan  Department  of  Environmental  Quality  (MDEQ)  National  Pollutant  Discharge 
Elimination  System  (NPDES)  Municipal  Separate  Storm  Sewer  System  (MS4)  Phase  II 
Stormwater Discharge Permit Application requires a description of current and proposed BMPs 
to meet  the minimum control measure  requirements  for  the construction  stormwater  runoff 
control  program  to  the  maximum  extent  practicable.  The  City  of  Melvindale  does  not 
administer  a  Part  91  program  and  is  not  a  designated municipal  enforcement  agency.  The 
following  standard  operating  procedure  provides  a  description  of  the  procedures  the  City 
employs for construction site runoff control that includes notification procedures and ensuring 
proper permits are obtained by those disturbing greater than one acre of soil. 

 
SECTION B – NOTIFICATION PROCEDURE 
The City will notify the Wayne County Water Quality Management Division (WCWQMD) when 
soil or  sediment  is discharged  into  the City’s MS4  in a quantity  that  could negatively  impact 
surface waters  of  the  state.  Complaints  received  by  the  City will  be  referred  to WCWQMD 
within 24 hours. 
 
Through  the site plan  review process, The City ensures  that construction activity one acre or 
greater in total earth disturbance with the potential to discharge to the MS4 does obtain a Part 
91 Permit and/or a State of Michigan Permit by Rule or is reviewed by an approved Authorized 
Public Agency through the site plan review process. 

 
SECTION C – MEASUREABLE GOALS 
To demonstrate the effectiveness of the County’s Part 91 program, the following metrics will be 
tracked for reporting purposes: 
 

 Number of Part 91  related complaints  received and  referred  to  the County by  the 
City building inspector. 

 Number of Part 91 permits issued by the County within the City. 
 
These metrics will be tracked over the reporting cycle that is specified in the City’s Certificate of 
Coverage. 

 
SECTION D – REPORTABLE DISCHARGES 
The City will not report  instances of de minimis soil discharges to MDEQ. For  instances where 
the  discharge  of  sediment  cannot  be  immediately  contained  on  site,  or  if  there  are  other 
pollutants  that  include  pesticides,  petroleum  derivatives,  construction  chemicals,  and  solid 
waste associated with  the discharge  in quantities  that are  consistent with  the  spill  response 
plan as defined in Appendix H of the Stormwater Management Plan (SWMP), the City will notify 
the MDEQ through the Pollution Emergency Alert System (PEAS) at 1‐800‐292‐4706. 
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SECTION E –STATE OF MICHIGAN PERMIT BY RULE 
The  City  shall  advise  the  landowner  or  recorded  easement  holder  of  the  State  of Michigan 
Permit by Rule (Rule 323.2190) for storm water discharge from construction activity if the area 
of the disturbance  is greater than 5 acres. These criteria will be  identified during the site plan 
review process and will be included in correspondence with the landowner as appropriate. 

 
SECTION F – PROCESS FOR REVISION 
Any questions on this policy and procedure should be directed to the Stormwater Manager or 
the City Manager. This procedure shall be reviewed once per permit cycle by the Stormwater 
Manager for any updates to streamline the requirements. 
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Sec. 24-118. - Site plan review.

The purpose of site plan review is to determine compliance with the prov isions set forth herein 
and to promote the orderly developm ent of the city, the stability of land values and investments and 
the general welfare, and to help prevent the im pairment or depreciation of land values and 
development by the erection of structures or additi ons or alterations thereto without proper attention 
to siting and appearance. The followi ng provisions in this section shall apply to all site plan review 
procedures unless otherwise provided  in this article. The procedures of this section shall be minimum 
requirements, and addition al procedures may be required by this article or by the planning 
commission. 

Site plan review by the planning commission is required for all proposed new development 
including townhouse cond ominiums, except single-family an d two-family housing. Additions 
to existing structures which would increase the gr oss floor area or change the size or design of 
parking or loading areas also require site plan review. 

Every site plan submitted to the planning co mmission shall be in accordance with the 
requirements of this chapter. No  site plan shall be approved until it has been reviewed by the 
police department, building department, fire department and engineering department for 
compliance with the standards of  the respective departments. 

Whenever site plan review is required by th e planning commission un der the provisions of 
this article, 12 copies of the si te plan, including all items requir ed together therewith, shall be 
submitted at a scale not less than one inch equals  50 feet if the property is less than three 
acres and one inch equals 100 feet if the prop erty is three acres or  more. The planning 
commission may prepare forms and require the use of such forms in site plan preparation. 

The following information shall accompany all plans submitted for review:

A legal description of the property under consideration.

A general development plan with at least the following details shown to scale and 
dimensioned:

Date, north point and scale.

Location of each existing and each propos ed structure in the development area, the 
use or uses to be containe d therein, the number of st ories, gross building areas, 
distances between structures and lot lines, setback lines, and approximate location of 
vehicular entrances and loading points. 

All streets, driveways, easeme nts, service aisles and parking areas, including general 
layout and design of parking lot spaces.

All pedestrian walks, malls and open areas for parks and recreation.

Location and height of all walls, fences an d screen planting, including a general plan 
for the landscaping of the development.

Types of surfacing, such as paving, turfing or gravel, to be used at the various 
locations.

A grading plan of the area.

The location of all existing and proposed structures within 100 feet of the subject 
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9.

c.

d.

(5)

a.

b.

c.

d.

e.

f.

(6)

(7)

(8)

(9)

(10)

property.

The names and addresses of the architect, planner, designer or engineer responsible 
for the preparation of the site plan.

Plans and elevations of one or more struct ures, indicating propos ed architecture and 
construction standards.

Such other information as may be required by th e city to assist in the consideration of the 
proposed development.

In order that buildings, open space and landsc aping will be in harmony with other structures 
and improvements in the area, and to assure that no undesirable he alth, safety, noise and 
traffic conditions will result from the developm ent, the planning commission shall determine 
whether the site plan meets the following criter ia, unless the planning commission determines 
that one or more of such criteria are inapplicable: 

The vehicular transportation system shall prov ide for circulation throughout the site and 
for efficient ingress and egress to all parts of the site by fire and safety equipment. 

Pedestrian walkways shall be provided as de emed necessary by the planning commission 
for separating pedestrian and vehicular traffic. 

There shall be satisfactory and harmonious  relationships between the development on 
the site and the existing and prospective de velopment of contiguous land and adjacent 
neighborhoods. 

The site plan shall comply with the district requirements for minimum floor space, height 
of building, lot size, yard space, density and all other requirements as set forth in this 
chapter. 

Landscaping, fences and walks shall be prov ided as deemed necessary by the planning 
commission in pursuit of the ob jectives of compatible and ha rmonious relationships with 
adjoining properties and the general public. 

The site plan shall provide for adequa te storage space for the use therein.

The site plan shall be reviewed by the pla nning commission with a recommendation to city 
council for approval, disapproval, or approval with any conditions th e planning commission 
feels should be imposed. The city council may review the site plan or accept the 
recommendations of the planning commission withou t review. If the city council fails to act on 
the recommendations of the planning commissio n within 30 days, the recommendations of 
the planning commission shall be considered fi nal and conclusive as to both the planning 
commission and the city council. 

Site plan approvals shall be effective for a peri od of one year. If a building permit is not 
obtained within the year and if  construction is not begun wi thin three months after the 
building permit is obtained, then th e site plan approval shall expire. 

The building permit may be revoked by th e building inspector in any case where the 
conditions of the site plan as approved by th e planning commission or city council have not 
been complied with. 

Any desired changes to the approved site plan  must be reviewed and approved under the 
same procedure as indicated in this section. 
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In instances where specific requ irements of this chapter are no t satisfied on the site plan, 
requests for variance may be initiated by the peti tioner to the board of zoning appeals, subject 
to planning commission recommenda tion on the proposed variance. 

(Ord. No. 442, § 4.24, 8-19-81) 
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SECTION A – PURPOSE 
The  Michigan  Department  of  Environmental  Quality  (MDEQ)  National  Pollutant  Discharge 
Elimination  System  (NPDES)  Municipal  Separate  Storm  Sewer  System  (MS4)  Phase  II 
Stormwater Discharge Permit Application requires a description of current and proposed Best 
Management  Practices  (BMPs)  to meet  the minimum  control measure  requirements  for  the 
post‐construction stormwater runoff control program to the maximum extent practicable. Post‐
construction stormwater runoff controls are necessary to maintain or restore stable hydrology 
in receiving waters by limiting surface runoff rates and volumes and reducing pollutant loadings 
from sites that undergo development or significant redevelopment.  
 

SECTION B – ADOPTION OF COUNTY STANDARDS 
The City of Melvindale has  adopted  the Wayne County  Stormwater Management  Standards. 
Should  any  revisions  to  these  standards  be  implemented  by  the  County,  the  City  will 
subsequently review and implement the revised standards as appropriate. 
 

SECTION C – MEASURABLE GOALS 
To demonstrate the effectiveness of the post construction stormwater runoff control program, 
the following metrics will be tracked for reporting purposes: 
 

�x Number of stormwater site plan reviews requested and completed 

�x Number of maintenance violations of constructed BMPs 

�x Number of instances where the City had to undertake corrective measures 
 
These metrics will be tracked over the reporting cycle that is specified in the City’s Certificate of 
Coverage. 
 

SECTION D – PROCESS FOR REVISION 
This procedure shall be reviewed every two years by the Stormwater Manager for any updates 
to streamline the requirements. 
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SECTION��A�� –��PURPOSE����
The��Michigan��Department��of��Environmental��Quality��(MDEQ)��National��Pollutant��Discharge��
Elimination��System��(NPDES)��Municipal��Separate��Storm��Sewer��System��(MS4)��Phase��II��Stormwater��
Discharge��Permit��Application��requires��a��description��of��current��and��proposed��best��management��
practices��(BMPs)��to��meet��the��minimum��control��measure��requirements��for��the��Pollution��
Prevention��and��Good��Housekeeping��Program��to��the��maximum��extent��practicable��to��prevent��or��
reduce��the��discharge��of��pollutants��from��municipal��facilities��and��operations.��
��
SECTION��B�� –��FACILITY��ASSESSMENT��AND��PRIORITIZATION��
City��of��Melvindale��owned��and��operated��facilities��have��been��assessed��for��their��potential��to��
discharge��pollutants��to��the��waters��of��the��state.��Each��facility��was��evaluated��based��on��the��following��
criteria��as��outlined��in��the��NPDES��permit��application:��
��

1. Amount��of��urban��pollutants��stored��at�� the��site�� (i.e.��sediment,��nutrients,��metals,��
hydrocarbons,��pesticides,��fertilizers,��herbicides,��chlorides,��trash,��bacteria,��or��other��site�r
specific��pollutants)��

2. Identification��of��improperly��stored��materials��
3. Potential��for��polluting��activities��to��be��conducted��outside��(i.e.��vehicle��washing)��
4. Proximity��to��water��bodies��
5. Poor��housekeeping��practices��
6. Discharge��of��pollutants��of��concern��to��impaired��waters��

��
Based��on��these��criteria,��the��potential��for��each��facility��to��discharge��pollutants��to��the��waters��of��the��
state��will��be��rated��high,��medium,��or��low.��Low��priority��facilities,��where��no��assessment��factors��are��
present,��have��catch��basin��cleaning��and��street��sweeping��performed��as��indicated��in��the��applicable��
procedures��for��these��activities.��Medium��priority��facilities��have��appropriate��BMPs,��which��are��
considered��based��on��the��assessment��factors��present��to��prevent��or��minimize��the��potential��for��
pollutants��from��entering��surface��waters��of��the��state.��High��priority��facilities��have��specific��
procedures��that��are��included��in��this��document.��
��
SECTION��C�� –��UPDATES��AND��PRIORITY��REVISION��
This��inventory��will��be��updated��within��120��days��as��facilities��and��structural��stormwater��controls��
are��added,��removed,��or��no��longer��owned��or��operated��by��the��applicant.��Priority��level��assessments��
will��be��revised��within��120��days��of��discharging��stormwater��at��a��new��facility,��or��when��the��storage��
of��materials,��equipment,��or��vehicles��changes��at��a��facility.��
��
SECTION��D�� –��MUNICIPAL��INVENTORY��AND��ASSESSMENT��
The��following��table��identifies��the��City’s��owned��or��operated��facilities��with��a��discharge��of��
stormwater��to��surface��waters��of��the��state.��Table��1��includes��a��list��of��properties��owned��or��operated��
by��the��City��that��has��stormwater��controls��on��site��and��provides��the��estimated��number��of��
stormwater��structural��controls��(i.e.��catch��basins,��detention��basins,��etc.)��at��each��site,��along��with��
the��priority��level��of��potential��discharge��of��pollutants��to��waters��of��the��state.��
� � � �
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Table��1��

Facility��Name���� Structural��Controls��
Priority��
Level��

Assessment��
Factors����

BMP’s��Implemented����

DPW��Facility��

Catch��Basins��(8)
Dumpsters��(3)��
Stockpiles��(7)��

Above��Ground��Storage��Tank��(2)
Underground��Storage��Tank��(1)��

High�� 1,3�� See��Section��E��

City��Offices��&��Fire��
Station��

Catch��Basins��(3)
Dumpster��(1)��

Underground��Storage��Tank��(1)��
Low�� 1��

Catch��basin��cleaning��
Street��sweeping��

Veterans��Memorial��
Pool��(closed)��

Catch��Basins��(4)�� Low�� 1��
Catch��basin��cleaning��

Street��sweeping��

Civic��Arena��
Catch��Basins��(11)��

Storm��Manholes��(4)��
Low�� 1��

Catch��basin��cleaning��
Street��sweeping��

Public��Parking��Lot�� Catch��Basins��(1)�� Low�� 1��
Catch��basin��cleaning��

Street��sweeping��

��
In��addition��to��the��properties��in��Table��1,��the��community��also��owns��other��lots��with��no��structural��
stormwater��controls��including,��but��not��limited��to��the��Melvindale��Public��Library��and��Kiwanis��Park.��
��

SECTION��E�� –��SITE��SPECIFIC��SOP��FOR��HIGH��PRIORITY��SITES��
The��MDEQ��NPDES��Phase��II��Stormwater��Discharge��Permit��Application��requires��a��standard��
operating��procedure��(SOP)��for��identifying��the��structural��and��non�rstructural��stormwater��controls��
implemented��and��maintained��to��prevent��or��reduce��pollutant��runoff��at��each��facility��with��the��high��
potential��for��pollutant��runoff.��
��

E.1�� Inventory��and��Description��of��Materials��and��Activities��
All��of��the��City’s��public��works��operations��are��conducted��at��their��Department��of��Public��
Works��(DPW)��facility.��This��site��is��considered��a��high��priority��site��due��the��following��
operations:��

��
DPW��Facility��–��3315��Greenfield��Road��
�x Fuel��Storage��and��Fueling��
�x Maintenance��and��cleaning��of��vehicles��and��equipment��
�x Salt��Storage��
�x Stockpiled��Materials��
�x Significant��dust��or��particulate��generating��processes��

��
SECTION��F�� –��CATCH��BASIN��MAINTENANCE��PRIORITY��
Catch��basins��that��are��inspected��and��maintained��by��the��City��have��been��prioritized��for��routine��
inspection,��maintenance,��and��cleaning.��The��criteria��for��the��priority��levels��that��include��low,��
medium,��and��high��are��defined��as��follows:��
��
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Low��Priority��–��Catch��basins��that��are��of��low��priority��have��very��little��sediment��accumulation��
and��do��not��require��routine��maintenance.��Low��priority��catch��basins��are��inspected��at��a��
minimum��once��per��permit��cycle��in��conjunction��with��cleaning��activities.��

��
Medium��Priority��–��Catch��basins��that��are��of��medium��priority��have��a��higher��rate��of��sediment��
accumulation��and��will��require��maintenance��more��frequently��than��low��priority��catch��
basins.����

��
High��Priority��–��Catch��basins��that��are��of��high��priority��have��a��high��rate��of��sediment��
accumulation��and��will��require��regular��routine��maintenance��and��inspection.��These��catch��
basins��are��typically��located��in��areas��where��sediment��is��easily��mobilized��and��transported��
by��runoff.��

��
All��of��the��community’s��catch��basins��have��very��little��sediment��accumulation��rates,��require��little��
maintenance��and��are��of��low��priority.��Catch��basins��that��prompt��resident��complaints��or��are��subject��
to��isolated��instances��where��structures��are��plugged��or��damaged��will��be��maintained��and��inspected��
by��DPW��as��needed.��At��that��time,��it��will��be��determined��if��the��catch��basin��will��require��maintenance��
on��a��more��frequent��interval��and��warrants��a��reclassification��to��a��medium��priority��rating.��In��the��
event��the��priority��rating��of��a��catch��basin��is��changed,��or��new��catch��basins��are��constructed,��this��
procedure��will��be��updated��and��revised��to��reflect��the��change��in��priority��within��120��days.��
��
SECTION��G�� –��CATCH��BASIN��INSPECTION,��MAINTENANCE,��AND��CLEANING��
Catch��basins��are��visually��inspected��on��a��quarterly��basis,��or��if��a��complaint��is��registered��by��a��
resident.��A��visual��inspection��of��the��structure��will��identify��any��structural��defects��which��may��include��
collapse,��cracking,��frame��damage,��pipe��collapse,��blockage,��etc.��and��will��be��documented��using��a��
standardized��form.��Structure��repairs��are��prioritized��based��on��public��safety��concerns.��City��owned��
catch��basins��are��inspected��concurrently��with��cleaning��activities��on��an��annual��and��as��needed��basis.��
DPW��field��staff��utilized��a��Vactor��truck��to��remove��all��solids��and��liquids��from��the��structure��to��the��
extent��possible.��At��no��time��is��collected��sediment��and��water��allowed��to��be��discharged��back��into��
the��storm��sewer��system��during��the��cleaning��process.��Catch��basins��that��are��located��on��private��
property��are��not��inspected,��cleaned,��or��maintained��by��the��City.����
��
SECTION��H�� –��DISPOSAL��OF��COLLECTED��MATERIAL��
Collected��material��from��catch��basin��maintenance��and��street��sweeping��activities��is��transported��in��
a��covered��20��cubic��yard��roll��off��container��where��it��is��stored��at��the��DPW��yard.��Once��the��container��
reaches��capacity,��it��is��transported��off�rsite��where��it��is��disposed��of��by��a��third��party.��
��
SECTION��I�� –��STREET��SWEEPING��PRIORITIZATION��
City��owned��and��maintained��streets��have��been��prioritized��for��street��sweeping.��The��criteria��for��the��
priority��levels��that��include��low,��medium,��and��high��are��defined��as��follows:��
��

Low��Priority��–��All��streets��within��the��City��are��of��low��priority��due��to��their��minimal��sediment��
accumulation��rates.��At��a��minimum,��all��low��priority��streets��are��swept��once��per��year.��
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��
Medium��Priority��–��Major��roads��throughout��the��City��are��of��medium��priority��due��to��the��
higher��rate��of��sediment��accumulation��rates��in��comparison��to��low��priority��residential��
streets.��Medium��priority��areas��that��have��been��identified��by��the��City��are��swept��at��least��
quarterly,��or��as��needed.��

��
High��Priority��–��Areas��that��are��of��high��priority��have��a��high��rate��of��sediment��accumulation��
and��will��require��regular,��frequent��sweeping.��These��areas��are��typically��located��in��areas��
where��sediment��is��easily��mobilized��and��transported��by��runoff.��Additionally,��areas��that��
prompt��resident��complaint��or��are��subject��to��excessive��road��sediments��are��also��considered��
a��high��priority��area.��There��are��currently��no��areas��that��have��been��assigned��a��high��priority��
rating��due��to��excessive��road��sediments��and��resident��complaints.��However,��if��DPW��
receives��a��complaint,��a��determination��of��the��area��will��be��made��by��DPW��staff��to��increase��
sweeping��on��a��more��frequent��interval��as��well��as��a��reclassify��the��area��to��high��priority��rating.��

��
The��City��does��not��own��or��operate��any��major��roads.��In��the��event��a��priority��rating��is��
changed,��or��new��City��owned��streets��are��constructed,��this��procedure��will��be��updated��and��
revised��to��reflect��the��change��in��priority��within��120��days.��

��
Street��sweeping��activities��are��conducted��by��the��City’s��DPW��staff��using��mechanical��street��
sweeping��equipment��according��to��the��manufacturer’s��operating��instructions.��Collected��sediment��
from��street��sweeping��activities��is��disposed��of��as��described��in��Section��H.��
��
SECTION��J�� –��WINTER��OPERATIONS��
The��City’s��DPW��field��staff��applies��rock��salt��as��part��of��their��deicing��procedures��during��the��winter��
months.��Bulk��storage��of��road��salt��and��brine��is��located��at��the��City’s��DPW��facility.��
��

J.1�� Salt��Storage��and��Loading��
The��City��has��one��(1)��salt��storage��structure��located��at��the��3315��Greenfield��Road��facility��
consisting��of��an��enclosed,��domed��building,��with��a��floor��that��is��comprised��of��an��impervious��
cement��pad.��The��building��is��not��located��within��50��feet��of��a��lake��shore,��stream��bank,��or��
wetland,��nor��is��it��located��in��a��100�ryear��floodplain.��The��loading��area��consists��of��a��concrete��
pad��which��is��swept��regularly��and��maintained��to��be��free��of��salt��residue.��Salt��storage��and��
application��training��is��performed��annually��to��DPW��staff��to��minimize��any��track�rout��from��
loading��operations.����Salt��trucks��are��calibrated��before��every��application.��

��
SECTION��K�� –��FUEL��STORAGE��AND��FUELING��
The��City��currently��maintains��both��above��ground��storage��tanks��at��the��3315��Greenfield��Road��
Facility.��The��City��owns��underground��storage��tanks��at��both��the��3315��Greenfield��Road��Facility��as��
well��as��the��City��Offices,��however,��both��tanks��are��NOT��in��use��and��therefore��pose��no��risk��to��
stormwater.��The��capacity��and��liquids��stored��in��each��tank��are��as��follows:��
��
� � � �
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�� City��Offices��–��3100��Oakwood��
�x Underground��storage��tank��–��no��longer��used��(none)��

��
DPW��Facility��–��3315��Greenfield��Road��
�x 900��gallon��above��ground��storage��tank��(diesel)��
�x 200��gallon��above��ground��storage��tank��(waste��oil)��
�x Underground��storage��tank��–��no��longer��used��(none)��

��
Part��5��Rules��indicate��that��fuel��storage��areas��“shall��be��designed,��constructed,��maintained,��and��
operated��to��prevent��the��release��of��polluting��materials��through��sewers,��drains,��or��otherwise��
directly��or��indirectly��into��any��public��sewer��system��or��to��the��surface��or��groundwater’s��of��this��
state.”��The��City��has��met��this��requirement��through��the��proper��storage��and��pollution��prevention��
methods��currently��in��place.��These��include��the��following��for��active��tanks:��
��

�x The��900��gallon��above��ground��storage��tanks��is��double�rwalled��and��equipped��with��a��drip��
catch��control��and��located��outside.��The��tank��is��equipped��with��an��emergency��power��
shut�roff,��leak��detection��and��volume��monitoring��controls.��The��tank��is��only��filled��on��an��
as�rneeded��basis.��The��200�rgallon��waste��oil��tank��is��also��located��outside��and��is��emptied��
periodically��as��needed.����

�x All��bulk��liquid��tanker��delivery��vehicles��will��only��be��allowed��on��site��if��contact��has��been��
made��with��properly��trained��personnel��and��it��has��been��confirmed��that��these��personnel��
will��be��present��at��the��delivery��point.����

�x Properly��trained��personnel��will��be��in��attendance��to��monitor��the��entire��transfer��
process.��They��are��authorized��to��terminate��or��to��order��the��driver��to��terminate��the��
transfer��and��have��the��driver��move��the��tanker��in��case��of��an��emergency.��Attending��
personnel��will��be��alert,��have��an��unobstructed��view��of��the��cargo��tank��connections��and��
be��within��25��feet��of��the��cargo��tank��during��transfer��operations.����

�x Properly��trained��DPW��staff��will��direct��the��tanker��for��proper��positioning,��verify,��and��
provide��access��to��the��correct��fill��port.��Access��to��other��fill��ports��or��unlocking��pipeline��
caps��in��anticipation��of��other��delivery��vehicles��is��strictly��prohibited.����

�x Properly��trained��DPW��staff��will��ensure��a��potential��spill��or��release��cannot��enter��storm��
drains��by��placing��a��protective��barrier��on��or��around��affected��storm��drains��(i.e.��spill��
blanket).��

�x Wheel��chocks��or��other��approved��methods��to��prevent��the��tanker��from��moving��during��
the��transfer��process��or��driving��off��without��following��proper��disconnection��practices��
will��be��required.��

�x Inspection��of��the��truck��to��ensure��that��there��are��no��leaks��will��be��conducted��before��and��
after��the��transfer��operation.����

�x Connected��hoses��and��connections��will��be��reviewed��and��verified��prior��to��the��transfer.����
�x The��available��volume��of��the��tank��will��be��verified��prior��to��transfer��to��prevent��over�r

filling.����
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�x During��removal��of��the��transfer��lines,��trained��staff��will��ensure��that��excess��material��is��
drained��into��the��appropriate��receiving��tank��or��receptor��to��prevent��a��release��of��
materials��to��the��environment.����

�x Trained��staff��will��monitor��the��termination��process��and��inspect��the��lower��most��tanker��
manifold��for��evidence��of��leaks��or��damage��prior��to��the��tanker’s��departure.����

�x A��spill��kit��will��be��stationed��next��to��the��storage��tanks��at��all��times.��
��

A��fueling��log��is��maintained��to��track��and��record��the��volume��of��diesel��fuel��delivered��to��the��City��for��
vehicles��and��equipment.��Completion��of��these��logs��is��mandatory��and��used��as��secondary��control��
to��track��the��volume��of��fuel��stored��in��the��tank.������
��
All��other��vehicle��fluids��are��stored��indoors��in��minimal��quantities��and��in��an��area��that��is��connected��
to��the��sanitary��sewer.��Floor��drains��within��the��DPW��building��are��capped��and��not��in��service��until��
repairs��are��made.��Vehicle��maintenance��activities��are��conducted��indoors.��
��
SECTION��L�� –��ROAD,������������������PARKING����������������LOT,������������������AND������������������SIDEWALK��

MAINTENANCE��
Road,��parking��lot,��and��sidewalk��maintenance��activities��includes��pothole��repair,��sidewalk��
repair/replacement,��and��curb��and��gutter��repair.��These��services��are��addressed��by��DPW��field��staff��
as��determined��in��the��field��on��an��as��needed��basis.��Materials��are��purchased��in��quantities��as��needed��
to��reduce��waste.��Left��over��materials��are��stored��in��designated��stockpile��areas��at��the��City��DPW��
facility��and��covered��with��a��tarp.��In��cases��where��a��contractor��is��retained��to��perform��these��
activities,��a��City��representative��is��on��site��to��oversee��the��work��and��ensure��that��left��over��material,��
concrete��washout,��and��other��associated��pollutants��are��disposed��of��properly.��Disposing��of��
concrete��washout��and��other��excess��repair��materials��into��the��storm��sewer��is��strictly��prohibited��by��
the��City.����
��

L.1�� Stockpiled��Materials��
Designated��stockpile��areas��are��located��in��the��public��works��yard��near��the��salt��dome,��inside��
the��salt��dome,��and��at��the��eastern��edge��of��the��property.��Materials��are��stockpiled��at��this��
location��infrequently��and��include��cold��patch,��topsoil,��sand,��gravel,��compost,��woodchips��
and��other��earthen��materials��as��needed.��All��stockpiles��located��outside��have��perimeter��
controls��in��place��to��prevent��erosion��which��are��comprised��of��precast��concrete��blocks��that��
are��positioned��at��rear��and��sides��of��the��stockpile.����The��front��is��left��open��to��provide��access��
for��loading.��When��not��in��use,��the��stockpiles��are��covered��with��a��tarp��to��minimize��erosion.����
��
The��City��also��has��two��(2)��additional��30��cubic��yard,��roll��of��containers��that��store��wood��waste��
and��compost.����When��not��in��use,��both��containers��are��covered.������

��
SECTION��M�� –��VEHICLE��WASHING��AND��MAINTENANCE��
Vehicle��maintenance��activities��are��conducted��by��DPW��staff��for��the��City’s��entire��vehicle��fleet.��
Maintenance��activities��conducted��by��DPW��staff��include,��but��are��not��limited��to,��oil��changes��and��
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other��vehicle��fluids,��brakes,��tune�rups,��and��general��repair��tasks.��A��maintenance��log��is��maintained��
to��document��all��vehicle��maintenance��and��repair��activities.������
��
Vehicle��washing��activities��are��conducted��infrequently��outdoors��on��a��non�rpaved,��grassed��location.��
��
SECTION��N�� –��OTHER��STRUCTURAL��STORMWATER��CONTROLS��
In��addition��to��implementing��the��catch��basin��maintenance��and��street��sweeping��programs,��the��City��
also��has��other��structural��controls��that��are��located��on��City��owned��and��operated��properties.��

N.1�� Catch��Basin��Covers��
The��catch��basins��located��on��the��DPW��facility��site��that��are��in��proximity��to��materials��
stockpiles��are��covered��using��a��non�rwoven��geotextile��fabric��to��prevent��the��excessive��
accumulation��of��sediment��in��the��catch��basin��sump.��Visual��inspections��of��the��covers��are��
inspected��on��a��daily��basis��over��the��course��of��daily��operations.��Fabric��that��is��torn��or��
otherwise��damaged��is��replaced.��

��
In��the��event��additional��structural��stormwater��controls��are��constructed,��this��procedure��will��be��
updated��and��revised��to��include��the��new��controls��within��120��days.��
��
SECTION��O�� –��NON�rSTRUCTURAL��CONTROLS��
The��City��is��committed��to��employing��preventative��maintenance��practices��through��the��use��of��
several��nonstructural��controls��to��prevent��stormwater��pollution.��These��non�rstructural��controls��
are��everyday��types��of��activities��undertaken��by��employees��at��the��facility.��The��non�rstructural��
controls��implemented��at��the��DPW��facility��are��as��follows:��
��

O.1�� Routine��Inspections��and��Good��Housekeeping��Procedures��
Preventive��maintenance��involves��the��regular��inspection,��testing,��and��cleaning��of��facility��
equipment,��vehicles,��and��operational��systems.��The��DPW��director��meets��with��field��staff��on��
a��daily��basis��to��discuss��daily��assignments��and��objectives.��A��routine��inspection��is��conducted��
by��facility��staff��during��site��walkthroughs��during��normal��operations��activities.��The��purpose��
of��these��inspections��is��to��identify��and��prevent��conditions��that��could��lead��to��stormwater��
pollution.��A��log��of��corrective��actions��will��be��kept��on��file��using��the��City’s��computer��system.��

��
Staff��inspects��all��vehicles��consistent��with��Commercial��Drivers��License��Procedures,��and��
performs��detailed��vehicle��inspections��every��month.��Completed��vehicle��maintenance��
records��and��fueling��logs��are��kept��on��file��at��the��DPW��facility.��������

��
Part��5��rules��also��require��surveillance��of��polluting��materials.��The��routine��inspections��will��
include��this��information��for��the��salt��storage��and��fueling��areas.����
��
O.2�� Comprehensive��Site��Inspections��
The��comprehensive��site��inspection��will��include��the��areas��and��equipment��identified��in��the��
preventive��maintenance��program,��good��housekeeping��procedures,��a��review��of��the��
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routine��preventive��maintenance��reports,��and��any��other��paperwork��associated��with��this��
SOP.��All��DPW��related��activities��will��be��evaluated��during��the��comprehensive��inspection.��In��
contrast��to��the��routine��inspections,��comprehensive��inspections��will��focus��on��areas��that��
have��a��reasonable��potential��for��significant��materials��to��contaminate��stormwater��runoff.��
The��comprehensive��site��inspection��for��DPW��areas��will��be��conducted��every��(six)��6��months��
which��generally��coincides��with��a��planned��cleaning��of��the��entire��facility.��Documentation��of��
the��comprehensive��site��inspection��results��will��be��prepared��and��kept��on��file.��

��
SECTION��P�� –��NEW��APPLICANT��OWNED��FACILITIES��
In��the��event��the��City��acquires��or��constructs��new��structural��stormwater��controls,��the��design��of��
these��structures��will��comply��with��the��stormwater��standards��that��have��been��established��by��the��
Wayne��County.��Site��plans��will��be��reviewed��by��the��City,��or��its��consultants,��to��ensure��the��
appropriate��standards��are��met.��
��
SECTION��Q�� –��CERTIFIED��PESTICIDE��APPLICATOR��
The��DPW��does��not��have��any��certified��pesticide��applicators��on��staff��and��does��not��utilize��pesticides,��
herbicide,��or��fertilizers��on��City��owned��properties��on��a��regular��basis.��If��needed,��the��City��will��retain��
the��services��of��a��pesticide��application��contractor��that��possesses��a��state��applicator’s��license.��Any��
application��activities��that��occur��are��overseen��by��a��City��representative��to��ensure��quality��of��work��
and��proper��application��and��disposal.����
��

SECTION��R�� –��EMPLOYEE��TRAINING��
Employee��training��programs��will��be��implemented��to��inform��appropriate��personnel��at��all��levels��of��
responsibility��of��safety,��environmental��impacts,��and��good��housekeeping��practices.��The��City��
participates��in��training��opportunities��that��are��made��available��by��the��Southeast��Michigan��Council��
of��Governments��(SEMCOG),��Wayne��County,��the��Alliance��of��Rouge��Communities,��Alliance��of��
Downriver��Watersheds,��and��others��as��deemed��appropriate.��Employee��training��components��for��
the��City’s��DPW��field��staff��includes:��
��

Employees��Trained�� Training��Description��and��Frequency��

New��City��DPW��Employees��

Upon��hire,��employees��will:��

�x View��the��Municipal��Storm��Water��Pollution��Prevention��Storm��Watch��
training��video.��

�x Read��and��become��familiar��with��the��City’s��SOPs.��
�x Perform��at��least��one��Routine��Inspection��and��one��Comprehensive��

Inspection��with��a��current��DPW��employee.��
�x Participate��in��a��job��shadow��program��where��new��staff��is��paired��with��

a��DPW��foreman��or��grounds��crewman��for��30��days.������
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Employees��Trained�� Training��Description��and��Frequency��

City��DPW��Staff��

Once��per��permit��cycle:��
�x View��the��Municipal��Storm��Water��Pollution��Prevention��Storm��Watch��

training��video��(or��similar).��
�x Review��proper��materials��storage��and��handling.��
�x Review��good��housekeeping��and��pollution��prevention��practices.��
�x Review��examples��of��illicit��discharges��to��the��storm��sewer��system.��
�x Review��Spill��Response��Procedures.��
�x Incorporation��of��stormwater��BMPs��into��recurring��staff��meetings��

(DPW)��

Key��Staff��
Attend�� relevant�� training�� workshops�� by�� the�� Alliance�� of�� Rouge��
Communities,��Alliance��of��Downriver��Watersheds,��SEMCOG,��or��others,��
when��available.��

��

SECTION��S�� –��CONTRACT��REQUIREMENTS��AND��OVERSIGHT��
Contractors��retained��by��the��City��to��perform��municipal��operations��that��potentially��impact��
stormwater��are��required��to��follow��appropriate��pollution��prevention��BMPs��indicated��in��the��City’s��
contract��language.��All��work��performed��by��outside��contractors��is��monitored��by��DPW��staff��through��
daily��observation��to��ensure��quality��of��work,��adherence��to��the��specified��contract��language,��and��to��
ensure��that��potential��impacts��to��stormwater��are��minimized.��
��

Measureable��Goals��–��To��demonstrate��the��effectiveness��of��this��procedure,��the��following��
metrics��will��be��tracked��for��reporting��purposes.��
��

o Number��of��stormwater��pollution��related��incidents��pertaining��to��activities��or��work��
performed��by��the��contractor.��

o Number��of��incidents��where��the��City��required��corrective��action��by��the��contractor.��
��
These��metrics��will��be��tracked��over��the��reporting��cycle��that��is��specified��in��the��City’s��
Certificate��of��Coverage.��

��
SECTION��T�� –��PROCESS��FOR��REVISION��
This��procedure��shall��be��reviewed��once��per��permit��cycle��by��the��Stormwater��Manager��for��any��
updates��to��streamline��the��requirements.��
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